
Main characteristics

Compatible with G2Call+ App
Indoor mini PTZ format
1/3.2" CMOS sensor with 1080p resolution
Built-in 3.6mm lense
102° horizontal viewing angle
LED range 5m
Two-way audio
Micro SD card slot (max. 128Gb)
2.4GHz Wifi connectivity
ONVIF compatibility
Autotracking function
5Vdc power supply included
Dimensions 81.5 x 81.5 x 115mm (D x W x H)

Reference: CIP-004G2C
Product code: 31693001 
EAN code: 8429898023069

More information

Specifications
Type PTZ
Technology IP
Image sensor 1/3.2 ​​ progressive CMOS
Max. Resolution 2Mpx
Images by sec. (FPS) 25
Colour White
Mounting Ceiling
Lense Fixed
Focal length 3,6mm
Night vision mode Day/Night
IR distance max. (m) 10
Pan range 0-355º
Tilt range 0-95º
Autotracking Yes
WDR No
AOC No
Additional functions AWB,AES
Video compression H.265
Face recognition No
Internal storage Yes (max 128Gb)
Network interface No
Built-in microphone Yes
Built-in speaker Yes
UTC No
Integrated WiFi Yes
Remote Access / App App G2Call+
Maximum working temperature (ºC) 50
Minimum working temperature (ºC) -10
Included power supply Yes
Max. consumption (W) 5.5
Dimensions - High (mm) 113
Dimensions - Diameter (mm) 81
Weight (gr.) 214
Certifications CE, RoHS

CIP-004G2C Wifi PTZ IP camera for residential
environment
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