
Main characteristics

4 access expander module
Only suitable for GM-IPOP-2P-WIEG controller with WIEGAND protocol
Plug-in installation on the controller

Dimensions: 198(W) x 70(H) x 26(D) mm

GM-PSIPOP-P metal cabinet with power supply for iP Opener
controllers

GM-PSIPOP metal cabinet with power supply for iP Opener
controllers

GM-PSIPOP-G metal cabinet with power supply for IP-Opener
controllers

2 door access control panel GM-IPOP-2P-WIEG

Reference: GM-IPOP-EXP4PW
Product code: 20730001 
EAN code: 8429898021034

More information

Specifications
Technology Wiegand
No. of doors 4
Reading/management type PIN,Proximity,Fingerprint,Bluetooth
Use Indoor
RFID Frequency (KHz) 125
RFID Frequency (MHz) 13.56
Requires a license No
Format Reports XLS
Management Companies,Calendars,Marking
Input voltage 12Vdc
Maximum working temperature (ºC) 50
Minimum working temperature (ºC) -20
Dimensions - High (mm) 70
Dimensions - Width (mm) 198
Dimensions - Deep (mm) 26
Weight (gr.) 150

Accessories

4-Door Wiegand expansion card GM-IPOP-
EXP4PW

Visit in the website: https://www.golmar.es/products/gm-ipop-exp4pw
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4-Door Wiegand expansion card GM-IPOP-
EXP4PW

Visit in the website: https://www.golmar.es/products/gm-ipop-exp4pw
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