
Main characteristics

5 in 1 digital recorder for 16 camerasSupports AHD, CVI, TVI, CVBS
analog inputsSupported Analog Resolution CVBS, 1Mpx, 2MpxAnalog
recording resolution 1080nIP 4K resolutionH.265 Video
CompressionMaximum 6 channels (4 + 2)HDMI / VGA Full-HD 1080p
outputUTC and RS-485 coaxial telemetryVideo analysis on IP channels
(see compatibility)No alarms availableSupports 1 hard disk1Tb disc
includedDimensions 300 x 50 x 227 (W x H x D) mm

Formato de compresión H.265 / H.264

Entradas de vídeo

16 entradas BNC

8 canales IP (hasta 24 canales

deshabilitando entradas analógicas)

Salidas de vídeo
1 x VGA @ Full HD

1 x HDMI @ Full HD

Entradas de audio 1 x RCA

Salidas de audio 1 x RCA

Resolución en pantalla
Entradas analógicas: 1080p / 720p /
CVBS

Entradas IP: 1080p / 720p

Resolución de grabación

Entradas analógicas: 1080n / 720p /
CVBS @ 15fps

Entradas IP: 4K / 5Mpx / 4Mpx / 3Mpx
2Mpx / 1Mpx @ 25fps

Máximo ancho de banda de entrada IP
32Mbps (+4Mbps por cada canal analog.
deshabilitado)

Máximo ancho de banda de salida 64Mbps

Máximas prestaciones del decoder 240 fps @ 1080n

Reference: DVR-16N5
Product code: 31600952 
EAN code: 8429898020235

More information

DVR-16N5 digital recorderfor 16 cameras

Visit in the website: https://www.golmar.es/products/dvr-16n5
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